


Dimensions, (L,W,H) and Weight
Charging Base
• 3.9” (10 cm) x 2.4” (6 cm) x 1.0” (2.56 cm), 
 0.5lb (0.2 kg)

Wireless Microphone
• 0.9” (2.4 cm) x 0.8” (1.95 cm) x 2.6” (6.68 cm),
 0.05 lb (0.02 kg)

Shipping Weight
• 2.0 lbs (9.01 kg) 

Radio Frequency
• 1.92 to 1.93 GHz (DECT in UPCS band) 

Connectors
Desktop Charger Base
• Power - 5V DC, proprietary 0.7mm connector
• Mini USB - 5 pin connector
• Audio unbalanced In/Out - 2.5mm 
 (Also used for telephone headset emulation.)
 Tip: Audio Out (electret microphone equivalent level)
 Ring: Audio In ( line level)
 Shield: GND

Wireless Microphone
• Power - proprietary 4 pin connector
• Audio - 2.5mm mono audio

Power Requirements
• Power Adapter 110V AC, 60Hz to 5V DC, 300mA

Range
• 65’ (20 meters) approx. (no obstructions)
• Out-of-range alarm

Battery
• Lithium Polymer
• Up to 8 hours talk time

Charge Time
• 2.0 hours

Audio Bandwidth
• 100-6800 Hz

Encryption
• 128-bit proprietary

Environmental Requirements
Temperature
• 40° to 100° F (5° to 40° C) operating
Humidity
• 20% to 85%

Included Accessories
• Earpiece with inline volume control
• Lanyard
• USB
• Audio cables

Revolabs Solo™ Desktop Wireless Microphone System
Technical Specifications*

1. Microphone Charging Port
2. Power On LED
3.  Link Button: Performs muting and pairing
4.  Analog Audio Connector: Headset, External audio in and out
5.  Digital USB Connector: Computer connection  
6.  Power Connector
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* Subject to change

63 Great Road, Maynard, MA 01754
1-800-326-1088 
www.revolabs.com
info@revolabs.com




